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1 INTRODUCTION 

System Integrity Protection Schemes (SIPS) play a very important role in ensuring the stability 

of electric power systems during wide area disturbances. They are complex hierarchical systems that 

may cover large geographical areas and use high speed communications between multifunctional 

Intelligent Electronic Devices (IEDs) that perform different functions within the SIPS.  

Failure of a SIPS to operate when needed or misoperation under non-critical system conditions 

may have a very significant impact on the stability of the electric power system or result in the 

unnecessary tripping of multiple loads, in both cases leading to economical losses. That is why it is so 

important to ensure the correct operation of SIPS using proper testing and monitoring methods and 

technologies.  

Functional and application testing is the most widely accepted testing practice for protection and 

control systems and is required to ensure that a System Integrity Protection Scheme (SIPS) and each of 

its components are going to operate as designed under different system conditions. The integration of 

different multifunctional devices in complex SIPS distributed over a wide area requires the use of a 

standard protocol that will meet the requirements for high speed and reliability necessary to execute 

protection functions over the wide area network. The assumption at the start of the SIPS testing 

process is that all devices selected for use are compliant with the selected communications protocol 

and can interoperate with each other in case of use of devices from different manufacturers. The paper 

discusses in detail the requirements for functional testing of devices and distributed functions used in 

SIPS. The methods for testing of both types of systems are proposed based on the following order of 

system components tests:  

 Functional testing of individual IEDs used in the system 

 Functional testing of distributed functions within a substation 

 Functional testing of distributed functions between substations 

 Functional testing of complete SIPS  

 End-to-end testing of SIPS  

The methods for testing of components of the system, as well as the system as a whole are: 

 Black box testing 

 White box testing  

 Bottom-up testing 

 Top-down testing  

The use of each of these methods for the different types of tests is described in the paper. 

Requirements for configuration, monitoring and reporting of the testing of complex SIPS are 

discussed. Solutions for the testing of the individual devices, as well as for the testing of distributed 

applications are described in detail. Once a SIPS is put in service, it is important to ensure that it will 

not misoperate if there are any problems in any of the components of the system.  

The paper describes the requirements, methods and actions to detect such problems and prevent 

the undesired operation of the SIPS. 
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2 SYSTEM INTEGRITY PROTECTION SCHEMES (SIPS) 

System Integrity Protection Schemes are distributed applications based on exchange of 

information and control signals between substation intelligent electronic devices located in different 

substation throughout the system.  

SIPS play a very critical role in maintaining the stability of the electric power system through 

load-shedding or shutting down generators. That is why it is very important to ensure that they are 

properly tested before being put in service.   

SIPS can be considered as systems that have three main types of functional elements:  

 System monitoring elements 

 Protection elements 

 Execution elements 

The function of the system monitoring elements is to: 

 Detect a change in the electric power system topology 

 Detect a change in system load 

 Detect a change in generation 

The function of the system integrity protection is to determine if any of the above changes or 

their combination represents a threat for the stability of the electric power system. If there is a 

possibility for a local or wide area disturbance, it needs to make a decision and send signals for some 

action required to prevent the disturbance or at least limit the effect from the event. 

The function of the execution elements is to receive the signals from the protection system and execute 

locally the required action. 

 

Fig. 1: Simplified block diagram of a hierarchical System Integrity Protection Scheme 

SIPS can be simple and complex with different number of levels in the hierarchy depending on 

the complexity of the system. Figure 1 shows a multilevel SIPS that uses multifunctional protection 

IEDs as the devices at the monitoring and execution levels of the system.  

As can be seen from Figure 1, a System Integrity Protection Scheme requires different types of 

communications: 

 Between multifunctional intelligent electronic devices (IEDs) at the bottom of the hierarchy 

and the substation level (Local SIPS) 

 Between SIPS at the same levels  

 Between the different levels of the SIPS  

 Between SIPS and smart loads  

All of the above communications interfaces may be based on different protocols and use 

different types of communications links. IEC 61850 is playing an increasingly important role due to 
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the significant benefits that high-speed peer-to-peer messages play in the implementation of different 

functional elements of the scheme. 

The monitoring functions are typically based on: 

 Current, voltage, active and reactive power measurements 

 Synchrophasor measurements 

 Monitoring the status of breakers associated with transmission lines, transformers and 

generators 

The execution elements usually operate a breaker to reduce the load. They may also reduce the 

output of a generator or completely shut it down. 

3 FUNCTIONAL TESTING OF SIPS 

Functional testing is the most widely accepted practice for protection and control systems and is 

required to ensure that the SIPS and each of its components are going to operate as designed under 

different system conditions. 

Understanding what has or hasn't been tested in a complex system is still a major challenge for 

many organizations, and the time commitment required for quality assurance functional testing needs 

to become increasingly one of the greatest concerns for ensuring the successful operation of the SIPS.  

With functional testing the engineering, commissioning and maintenance teams translate 

functional requirements into executable test cases that confirm how well the SIPS satisfies the 

requirements at any given time or under any specific conditions. A test plan needs to be developed in 

order to build a suite of executable tests that define and verify the functionality requirements, 

providing a fast and objective way to assess the performance of the tested functionality. These tests 

can then be executed regularly to ensure that functional modifications or firmware upgrades do not 

unintentionally change previously verified functionality.  

An effective functional testing practice involves the definition of guidelines for using functional 

testing technologies effectively, and then the implementation and integration of those guidelines into 

the asset management system.  

To achieve effective system testing, the user or manufacturer must not only have a defined 

practice for its use, but that practice must be implemented and integrated into the engineering process 

so that it can be used consistently and regularly across the organization. The definition of the 

functional tests should be part of the design of the SIPS. At the time when the functionality of every 

single elements of the SIPS is designed, it must be specified how it is going to be tested. 

The following sections discuss different methods for functional testing of SIPS’ and their 

individual components as a function of the type of test being performed. They include some 

definitions of the types and methods to be used for functional and application testing. Since we are 

testing a complex SIPS, it is clear that methods and tools for System Testing will need to be used. 

System testing is testing conducted on a complete, integrated system to evaluate the system's 

compliance with its specified requirements.  

As a rule, system testing takes, as its input, all of the "integrated" components that have 

successfully passed integration testing and also the software system itself integrated with any 

applicable hardware system(s).  

System testing is actually done to the entire system against the Functional Requirement 

Specification(s) (FRS) and/or the System Requirement Specification (SRS). Moreover, the system 

testing is an investigatory testing phase, where the focus is to have almost a destructive attitude and 

test not only the design, but also the behavior and the expected performance of the SIPS. It is also 

intended to test up to and beyond the bounds defined in the requirements specification(s). 

4 FUNCTIONAL TESTING METHODS 

Functional testing methods can be divided into several categories. They are related to the 

complexity of the functionality of the individual devices being used in the different levels of the 

hierarchical system, as well as the types of distributed functions implemented in it. 

From this point of view the following are the more commonly used testing methods: 

 Functional element testing 

 Integration testing 

http://en.wikipedia.org/wiki/Integration_testing
http://en.wikipedia.org/wiki/Functional_requirements
http://en.wikipedia.org/wiki/Requirements_analysis
http://en.wikipedia.org/wiki/Destructive_testing
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 Function testing 

 System testing 

A function in this case can be considered as a sub-system with different level of complexity, for 

example a system monitoring (SM) function, while the system is the complete redundant SIPS. 

Regardless of what is being tested, the test object needs to meet the requirement for testability. 

This is a design characteristic which allows the status (operable, inoperable, or degrade) of a system or 

any of its sub-systems to be confidently determined in a timely fashion. Testability attempts to qualify 

those attributes of system design which facilitate detection and isolation of faults that affect system 

performance. From the point of view of testability a functional element in a SIPS is the unit that can be 

tested, because it is the smallest element that can exist by itself and exchange information with its 

peers in the SIPS. 

Another consideration is the purpose of the test and needs to clarify if the tests are performed in 

relation to acceptance of a new product or function to be used as a system monitor or process 

controller (or both), the engineering and commissioning of a substation component or the complete 

SIPS or its maintenance. From that perspective different testing methods can be implemented even in 

the testing of the same functional element or function. 

For example the testing of a system monitoring function during the user acceptance phase may 

focus on the testing of the measuring element characteristic using search test methods, while during 

the commissioning the operating times for different system conditions be the important ones achieved 

through transient simulation methods. 

The knowledge of the internal behavior of the test object or more specifically the logic or 

algorithms implemented determine how the tests are being executed. The most commonly used test 

methods from this point of view are: 

 Black box testing 

 White box testing 

An important aspect that needs to be considered during the testing is the availability of 

redundant devices performing the different SIPS functions. 

The following sections discuss in more detail the different testing methods listed above. 

4.1 Black box testing 

Black Box Testing is a very commonly used test method where the tester views the test object 

as a black box. This means that we are not interested in the internal behavior and structure of the tested 

function. 

 

Fig. 2: Black box testing 

In the case of black box testing the test system is only interested in finding conditions under 

which the test object does not behave according to its specifications. Test data are derived solely from 

the specifications without taking advantage of knowledge of the internal structure of the function. 

Black box testing is typically used for: 
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 functional elements testing  

 SIPS factory testing 

 SIPS site acceptance testing  

Since functional elements are defined as units that are the smallest that can exist independently 

and are testable, it is clear that black box testing is the only method that can be used for their testing. 

The response of the test object to the stimuli can be monitored by the test system using the 

operation of physical outputs, communications messages or reports. 

4.2 White box testing 

White box testing is a method where the test system is not only concerned with the operation of 

the test object under the test conditions, but also views its internal behavior and structure.  

In the case of SIPS it means that it will not only monitor the operation of the system at its 

function boundary, but also monitor the exchange of signals between different components of the 

system.  

 

Fig. 3: White box testing 

The testing strategy allows us to examine the internal structure of the test object and is very 

useful in the case of analysis of the behavior of the test object, especially when the test failed. 

In using this strategy, the test system derives test data from examination of the test object’s 

logic without neglecting the requirements in the specification. The goal of this test method is to 

achieve high test coverage through examination of the operation of different components of a complex 

function and the exchange of signals or messages between them under the test conditions. 

This method is especially useful when we are testing distributed functions based on different 

logical interfaces. The observation of the behavior of the sub-functions or functional elements is 

achieved by the test system through monitoring of the exchange of messages between the components 

of the test object. 

The test scenarios however do not have to be different from the ones used under black box 

testing. 

4.3 Top-down testing 

Top-down testing is a method that can be widely used for SIPS, especially during site 

acceptance testing, when we can assume that all the components of the system have already been 

configured and tested. 

Top-down testing can be performed using both a black box and a white box testing method. 

The testing starts with the complete system, followed by function or sub-function testing and if 

necessary functional element testing. 

In the case of factory acceptance testing, when not all components of a system or sub-system are 

available, it is necessary for the test system to be able to simulate their operation as expected under the 

test scenario conditions.  In this case the test system creates the so called Stubs for functions or 

functional elements that are not yet available.  
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Top-down testing results in re-testing of higher level elements when additional lower level 

elements of the system are added. The adding of new elements one by one should not be taken too 

literarily. Sometimes a collection of elements will be included simultaneously, and the whole set of 

elements will serve as test harness for each functional element test.  

Each functional element is tested according to a functional element test plan, with a top-down 

strategy.  

A testing stub is a module which simulates the operations of a module which is invoked within a 

test. The testing stub can replace the real module (for example a line monitor) for testing purposes.  

 

Fig. 4: `Top-down testing of a system monitoring function 

If we consider a SIPS implementation in IEC 61850 for testing using a top-down approach, we 

will start with the definition of the function boundary.  

The testing of the individual components of a system monitoring function might be required in 

the case of failure of a specific test, which is shown in Fig. 4. The function boundary for each of these 

tests will be different and will require a different set of stimuli from the test system, as well as the 

monitoring of the behavior of the functional elements using different signals or communications 

messages. 

For example, if the detection of a change of state of a monitored line fails and we perform 

further test down the function hierarchy as shown in Fig. 4, and still get a failure, we may have to 

perform tests at the bottom of the hierarchy, including testing of functional elements of the line 

monitoring function such as the measurements of line currents or active power represented by logical 

nodes MMXU or the transmission line logical node ZLIN. 

4.4 Bottom-up testing 

Bottom-up testing is a method that starts with lower level functions – typically with the 

functional elements used in the system – for example MMXU or ZLIN.  

This method is more suitable for type testing by a manufacturer or acceptance testing by the 

user. 

When testing complex multilevel functions or systems, driver functional elements must be 

created for the ones not available. The test system must be able to simulate any missing component of 

the system when performing for example factory acceptance testing. 

There are many similarities in the test scenarios used in the bottom-up, compared to the top-

down method. The main difference between the two methods is the order that the tests are performed 

and the number of tests required.  
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4.5 Regression Testing 

One of the characteristics of modern multifunctional substation protection, automation and 

control devices is the continuous improvement in their functionality due to user requests or for fixing 

different bugs. This raises an important question for the user – what and how should be tested in order 

to make sure that the modified firmware is going to operate.  

Testing which is performed after making a functional improvement or repair of the software is 

called regression testing. Its purpose is to determine if the change has regressed other aspects of the 

functionality. As a general principle, functional tests should be fully repeated if a function module is 

modified, and additional tests which expose the fixed bug are added to the test plan. The functional 

element will then be re-integrated and integration testing repeated.  

4.6 Device Acceptance Test 

The process of acceptance of any new product by a user is known as a device acceptance test. 

Its goal is the verification of the correct behavior of the individual device to be used in substation 

protection, automation and control system. 

It is done by use of the system testing software tools under the substation, electric power system 

and environmental test conditions corresponding with the technical specification of the tested devices. 

The acceptance test is a precondition for making a product acceptable for use in the SIPS. 

Acceptance tests are carried out with devices that are commercially available. 

Acceptance tests should be performed using a bottom-up approach and include every single 

component, functional element and function implemented in the device that is intended for current or 

future application in the user’s facilities. Their goal is to ensure that the device really meets all 

technical specifications listed in the device documentation that are of interest to the user. 

Acceptance testing also may require the use of some specific to the user real life fault or 

disturbance records. 

Depending on the acceptance testing philosophy of the user and the available testing facilities, 

the test may also cover environmental conditions testing, including some functional tests under 

extreme environmental conditions specific to the user’s territory. 

The functional part of the acceptance testing should be based on a set of test scenarios that as 

realistically as possible simulate the user’s substation or electric power system conditions that the 

tested function is design to operate for. 

The acceptance testing should cover all IEDs that are intended to be used in the SIPS. Different 

methods described earlier can be used. 

4.7 Device interoperability test 

A device interoperability test is required as part of the product testing before it is accepted for 

use in a SIPS. It is intended to check the correct behavior of any device when integrated as part of a 

system. This is to ensure that the device interoperates correctly with other devices approved by the 

user for application in the SIPS.  

Such interoperability tests should be limited to simulation that will result in the sending and 

receiving of the different types of messages required for the distributed applications between 

individual devices such as an IEC 61850 GOOSE.  

The interoperability test is performed in the lab at the beginning of the SIPS design process and 

is used to ensure that all devices will be able to exchange correctly the types of messages to be used in 

the SIPS. 

The device interoperability test marks the final stage of the approval of devices. 

4.8 Integration Test 

Integration test is used to ensure that the individual components of the system not only 

interoperate correctly, but also meet the performance requirements according to the SIPS development 

specification. 

In this case they will include testing of devices at two ends of a communications link. The 

methods and tools used are in the category of end-to-end and sub-system testing as described earlier. 
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Fig. 5: Integration test 

4.9 SIPS Factory Acceptance Test (FAT) 

The factory acceptance test (FAT) is a customer agreed functional tests of the specifically 

designed and implemented SIPS. It is a subject of agreement between the final user and the system 

integrator and is highly recommended, since it allows the detection of any potential problems in an 

earlier stage of the project, when it is less expensive and easier to fix them. 

Factory acceptance testing should be performed using a top-down approach based on a test plan 

including test scenarios defined as part of the design of the system. 

Black box testing methods can be used until any failure of the system for a specific test occurs. 

White box testing will then be used to determine the reason for the test failure. 

One of the main characteristics of factory acceptance testing is that not all components of the 

system are available. That requires from the test system the ability to simulate any device missing 

from the factory system, which is a part of the real SIPS. 

Another differentiating factor for the FAT is that all existing components of the system are 

configured and set according to the requirements of the real system application. 

The factory acceptance test thus should be based on configuration of all devices using the SCD 

file for the project. 

Since SCE performs the role of the System Integrator, a FAT should be performed at the proper 

SCE facility according to test plans defined as a result of this white paper. 

4.10 SIPS Acceptance Test (SIPSAT) 

The SIPS acceptance test corresponds to the common site acceptance test (SAT) of a substation 

protection, automation and control system but covers to complete testing of the SIPS which is 

distributed in multiple sites. It is the verification of each data and control point and the correct 

functionality not only of the individual components of the system, but also the communications 

between the different sites. The site acceptance test is a precondition for the SIPS being put into 

operation. 

The SIPSAT, similar to the FAT is a customer agreed functional tests of the specifically 

manufactured substation protection, automation and control system, performed with the complete 

system as installed in the substation. 

It is also a subject of agreement between the final user and the system integrator from the point 

of view of the content of the test plan and the responsibilities of the involved parties. 

There are no specific guidelines on what should be included in a SIPS acceptance test. 

Development of such guidelines will be of great help to the industry in order to ensure the 

completeness of the testing process and reduce the probability for failure of the system when put in 

service. 

Site acceptance testing should be performed using a top-down approach based on a test plan 

including test scenarios defined as part of the design of the system. 
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Black box testing methods can be used until any failure of the system for a specific test occurs. 

White box testing will then be used to determine the reason for the test failure. 

One of the main characteristics of site acceptance testing is that all components of the system 

are available. That requires from the test system the ability to simulate all required analog, binary or 

other signals required for the testing of any specific substation or electric power system condition that 

the real system is designed to handle. 

The site acceptance test should be based on configuration of all devices using the SCD file for 

the project. 

The final stage of the SIPS site acceptance test should be performed as end-to-end testing to 

ensure that all the wiring between the process and the devices included in the substation protection, 

automation and control system are properly done.  

 

Fig. 6: SIPS acceptance test 

To compare with the FAT, which is performed off site where the system was assembled and it 

has to prove that the complete system fulfils the properties specified in the contract between the 

manufacturer and the user before it leaves the factory, the SAT concludes commissioning and proves 

that the system fulfils the contract before it goes into operation. 

5 CONCLUSION 

Testing of System Integrity Protection Schemes requires good understanding of the 

functionality and the hierarchy of the system. 

Different methods are used for testing of the components of the system, as well as the 

distributed sub-functions and functions.  

Bottom-up testing is used at the initial phases of development and implementation of the system 

and especially for the acceptance of IEDs to be used at the system monitoring and process control 

levels of the system. 

Black box and top-down testing can be used during the factory and site acceptance testing 

stages. 

End-to-end testing is required for the final acceptance test of the SIPS before it can be put in 

service. 


