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1 INTRODUCTION 

Localized protection and control functions within modern microprocessor-based relays directly 
measure the required data representing the present state of the power system, without the aid of 
communications assistance. This is achieved by performing analog-to-digital conversion on low-level 
analog signals directly wired into relay input contacts from field contacts and instrument transformers 
physically monitoring power system apparatus. Communications-assisted localized protection and 
control functions collect data from a second intelligent electronic device (IED) that measures values 
associated with other field contacts and instrument transformers. IEDs specialized for power system 
applications and now migrating to other mission-critical applications are referred to as protection, 
control, and monitoring (PCM) IEDs because they are designed to do all three functions 
simultaneously. The values of these field signals from the second IED, as well as other calculated 
quantities, are acquired as contents of digital messages via various communications mediums. The 
contents of the digital messages are combined with the local measurements in the relay to provide a 
larger pool of values to use within protection and automation logic. Presently, the process to move 
data from a data provider IED to a data consumer IED includes data change detection; message 
creation, publication, transfer, reception, and verification; and parsing and mapping of message 
contents into virtual data locations in the relay. 

2 DIGITAL MESSAGING 

It is important to note that data received via digital messaging represent the present state when 
they were actually measured or calculated at an instant in the recent past. The latency of the value 
depends on the message processing and transfer latency. Therefore, these remote values are not from 
the same instant in time as those presently measured and calculated in the relay from direct field 
contacts. For applications that require data measured at the same instant in time, such as line current 
differential, this lack of synchrony, or data incoherence, requires that the relay constantly archive 
locally calculated values. The relay collects data created at some point in the past from the second IED 
via a digital message. Then it retrieves the associated archived values that were created locally at the 
same instant in the past for use together in synchronized logic. This process is referred to as data 
alignment. The messages must behave deterministically to support data alignment, and the precision of 
this alignment dictates the types of logic processing possible. If the messaging is not deterministic, 
data alignment is not possible, which further restricts possible types of logic processing. Dramatic 
improvements in the availability and accuracy of synchronous wide-area networks (WANs) create a 
proportional improvement in data acquisition via digital messaging over these networks. 

  1 



Actual Trends in Development of Power System Protection and Automation 
Yekaterinburg, 03.06 – 07.06, 2013 

 

Data acquired through digital messaging between IEDs represent the statuses of apparatus and 
functions that facilitate effective power system operation. Contemporary microprocessor-based relays 
routinely communicate metering, protection, automation, control, teleprotection, and telecontrol 
information that requires the messages to travel from point to point with a high degree of security and 
dependability. 

IEC 60834-1 describes requirements for message propagation time and communications 
channel reliability [1]. For teleprotection, interlocking, and high-speed automation, IEC 61850 
message propagation time through the communications channel must be under 3 milliseconds. Also, 
the teleprotection receiver has a limited time to process received commands. Any unwanted messages 
delivered to the teleprotection receiver may delay processing or, worse, push a wanted message off of 
an input queue or buffer so that it is never processed. 

Digital messaging between devices is performed using an agreed upon network and protocol. A 
protocol is a method used over a local-area network (LAN) or WAN to control the connection, 
communication, and data transfer between devices. The protocol includes message formats, services, 
procedures, and addressing and naming conventions. Networks include direct serial connections, 
serial-based LANs, and Ethernet LANs. These networks are built using copper cables, fiber cables, 
and wireless radio transmissions. The majority of successful substation integration systems being 
installed today and in the near future are based on non-Ethernet LANs and built using EIA-232 point-
to-point communications connections between IEDs and information processors. However, 
deployment of Ethernet solutions is growing rapidly. WANs interconnect multiple LANs. 

The IED designer must guarantee that each of the following high-priority tasks happens each 
processing interval within an IED for serial and Ethernet digital message protocols: 

• Measurement of inputs 
• Calculation of values 
• Reception of messages 
• Data alignment 
• Protection 
• Metering 
• Archival of information 
• Publication of messages 

3 BENEFITS OF HIGH-SPEED COMMUNICATION AS APPLIED TO PROTECTION 
SYSTEMS 

The benefit that communications schemes afford to protection systems is that they provide data 
from geographically remote terminals to a local terminal, ensuring fast and accurate fault location and 
detection. The data that are typically transported across the communications network may comprise 
either digital data (distance protection or remedial action schemes) or a combination of analog and 
digital data (line differential protection or remedial action schemes). The type of data being 
transported and the speed at which these data have to be transported across the network primarily 
dictate the required network bandwidth. 

Another important consideration is that these digital communications schemes simplify the trip 
functions by eliminating physical components, such as breaker failure initiate output contacts to 
communicate breaker failure over copper conductors, as well as lockout relays. When either of these 
physical components fails, power system apparatus are damaged or destroyed. Correctly engineered, 
tested, and commissioned interlock and teleprotection done via digital messaging via MIRRORED 
BITS® communications, IEC 61850 Generic Object-Oriented Substation Event (GOOSE), or 
EtherCAT provide higher reliability and security of protection functions. 

For the purpose of this paper, we concentrate on line distance protection enhanced with 
communications-assisted schemes. The data that are communicated from the remote terminals to the 
local terminal are predominately digital. Distance protection schemes complemented with 
communications-assisted schemes result in better protection for the entire transmission line. Consider 
the simple power system shown in Figure 1. The reaches of Zone 1 (instantaneous underreaching 
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zone), Zone 2 (overreaching zone), and Zone 3 (reverse reaching zone) of the distance elements for the 
local and remote relays for the protected line (TL1) are superimposed on the power system. 

 

Figure 1:  Sketch of a simple power system with zone reaches superimposed 

In Figure 1, we can clearly see that Zone 1 does not protect the entire transmission line; this is 
done so that the relay does not trip for faults outside of the protected line due to errors in the 
instrument transformers or line impedances. Figure 1 illustrates that Zone 2 not only covers the entire 
transmission line but also a percentage of the adjacent lines. Zone 2 is set so that it does not assert the 
trip output instantaneously upon detecting a fault but engages a timer. Only once the timer expires 
does it assert the trip output. This is done so that the relay closest to the fault has a chance to clear the 
fault first. The drawback of this approach is that the trip output is delayed for faults that occur inside 
the protected line but outside of the Zone 1 reach. Protection engineers require that protective devices 
not only clear system faults as rapidly as possible but also isolate only the affected zones and keep the 
remaining healthy system connected. To enable rapid detection of transmission line faults that fall 
outside of the Zone 1 reach, communications-assisted schemes are needed. 

Two predominately different communications-assisted schemes exist: permissive and blocking. 
In a permissive scheme, before the local terminal Zone 2 element is allowed to trip rapidly, it has to 
receive permission signals from the remote ends [2]. The remote ends use their Zone 2 elements to 
send the permissive signal. In this manner, all relays that protect the zone agree that the fault is within 
the protected zone. Figure 2 illustrates the basic operating principle of a permissive overreaching 
transfer trip (POTT) scheme. 

 

Figure 2:  Simple sketch of a POTT scheme 

A directional comparison blocking (DCB) scheme is similar except that the local Zone 2 
element starts a timer when it asserts and the communications network transports a block signal when 
appropriate. If the logic does not receive a block signal from the remote terminal before the timer 
expires, it asserts the trip output. The remote terminals use their Zone 3 elements to send the block 
signals. Assertion of a remote terminal Zone 3 element verifies that the fault is outside of the protected 
zone. 

Either the POTT or DCB scheme can be used to ensure rapid tripping for faults that occur in the 
region of the line not covered by the Zone 1 distance element. 

For both communications schemes, the trip command from the relay for a fault on the line not 
covered by the Zone 1 element is delayed. The delay time is directly proportional to the time it takes 
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for a data bit from the remote terminals to be sent to the local terminal. Therefore, if the time on the 
wire plus the encoding and decoding time between the remote terminals and the local terminal can be 
reduced, the clearing time for any fault on the protected line can be reduced. 

Figure 3 is a timing diagram showing the total fault clearing time for a fault on the protected 
line that occurs outside of the Zone 1 reach of the relay. Notice that the time between when the relay 
detects the fault and when the relay issues a trip is dependent on the time it takes for the permissive 
signal to arrive and be verified. Therefore, there is a direct correlation between the delay in the relay 
tripping time and the time on the wire of the permissive signal. 

 

Figure 3:  Timing diagram for a fault outside of the Zone 1 reach 

Protection engineers strive to have all faults on the protected line cleared in Zone 1 time. To 
achieve this goal, the time to compile, transmit, and verify the permissive message must be driven to 
the absolute minimum. 

The amount of thermal damage caused by a short circuit is directly related to the duration of the 
short circuit on the power system. Large disturbances on a power system, especially faults with 
breaker failures, reduce the ability to transmit power between generation and load centers. This 
reduced transmission capacity results in portions of the power system accelerating and decelerating 
during a fault, increasing the angular distance between the parts of the system. Shorter breaker failure 
clearing times minimize the angular distance between the parts of the system, resulting in a lower 
chance of an out-of-step condition [3]. Total breaker failure clearing time consists of the following 
parts: 

1. Primary relay operate time – time required to initially detect a short circuit on the power 
system. 

2. Breaker failure initiate – time required to send an initiate signal from the primary protective 
relay to the breaker failure relay. 

3. Breaker failure time delay – time required to clear the fault by the circuit breaker and detect 
open phases. An additional margin of two or more cycles is usually added to this time. 

4. Distribution of breaker failure trip – time to send breaker failure tripping signals to local and 
remote circuit breakers. 

5. Circuit breaker clearing time – time required by the local and remote circuit breakers to 
interrupt the fault current. 

As in the previous example of fault clearing via communicated signals, the latency of Items 2 
and 4 within the breaker failure clearing sequence is directly proportional to the time it takes for a data 
bit to travel between protective devices. The overall improvement of faster communication in a 
traditional breaker failure scheme has the same effect as replacing older three-cycle circuit breakers 
with newer two-cycle circuit breakers. This shorter breaker failure clearing time minimizes damage 
due to breaker failure events and maintains system stability. The duration of the distribution of the 
breaker failure trip essentially becomes the transfer time if the relays use high-speed output contacts 
that operate in microseconds. Therefore, the mission-critical trip function is improved by 300 percent 
by changing the transfer time from 3 milliseconds to 1 millisecond. This, in turn, reduces the wear on 
the power system apparatus by reducing the duration of operation under fault conditions by 
300 percent. A major benefit of faster communication for power system owners is that equipment is 
subjected to higher fault current for a shorter duration. 
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For example, consider a power transformer. High-magnitude currents are known to be a major 
factor in reducing the life of a transformer [4]. Power system faults external to the transformer zone 
cause high-magnitude currents to flow through the transformer. These high-magnitude through-fault 
currents create radial and axial forces within the transformer that force the windings of the transformer 
against one another. The mechanical force created when windings are forced against one another 
damages the insulation and reduces the mechanical integrity of the windings. This damage is 
cumulative, meaning that the longer the fault exists, the more the working life of the winding is 
reduced. Therefore, reducing the duration of the fault prolongs the working life of the transformer. 

4 DATA TRANSMISSION TIME 

Obviously, the efficiency of the reception and publication of messages also directly impacts the 
quality and quantity of data received through digital communication [5]. 

The latency of data transfer between the second IED and the relay is determined by the 
processing of message encoding, transport, and decoding and is not symmetrical. The latency of data-
change detection, message creation, and message publication is dictated by the hardware and firmware 
design of the second IED and how quickly the device performs these functions. The latency of 
message reception, verification, parsing, and content mapping is dictated by the hardware and 
firmware design of the relay and how quickly the relay performs these functions. 

The time duration to create and deliver messages between IEDs via a protocol is the message 
transmission time, represented in Figure 4 by t = ta + tb + tc [6]. The time duration to publish 
information in Physical Device 1, deliver it via a protocol message, and act on it in Physical Device 2 
is the information transfer time, represented by T = t + f2. The processing interval in the IEDs, during 
which they perform protection, automation, metering, and message processing, is represented by f. The 
information transfer time duration is the time truly useful to the design engineer because it represents 
actually performing an action as part of a communications-assisted automation or protection scheme. 
Transfer time T is easily measured as the time difference between the accurately time-stamped 
Sequential Events Recorder (SER) reports in IEDs with synchronized clocks. 

 

Figure 4:  Transmission time definition [6]  

The two most prevalent message technologies in use in the electric power industry today are 
MIRRORED BITS communications and IEC 61850 GOOSE. 

The MIRRORED BITS communications protocol is a serial communications technology that 
exchanges the status of Boolean and analog data, encoded for increased security and reliability, from 
one device to another. 

Peer-to-peer messaging within the IEC 61850 communications standard is accomplished with 
IEC 61850 GOOSE, also known as Generic Substation Event (GSE). 

5 ETHERCAT COMMUNICATIONS 

As with most Ethernet protocols, IEC 61850 GOOSE requires that each device send and/or 
receive a complete Ethernet frame for every message. The result, even when using multicast messages, 
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is that a large percentage of the network bandwidth is consumed by message administrative 
information. Therefore, each data source must use a unique message containing pre-engineered 
network navigation logistics and requiring separate message encoding and decoding. These include 
unique and well-designed virtual local-area network (VLAN) tags, multicast addresses, maximum 
delay timers, and GOOSE application identifiers (IDs). 

By contrast, the EtherCAT protocol is a fieldbus protocol that was specifically designed to 
incorporate data from many EtherCAT nodes into a single message. Individual devices are configured 
to read and write data from specific regions of the telegram, which means that the telegram mapping 
sequence does not require individual messages for each node.  

The fundamental difference between EtherCAT and other Ethernet protocols is that a single 
EtherCAT frame contains I/O point updates from many devices in a network, not just a single device. 

6 TELEPROTECTION MESSAGE SIZE COMPARISON 

Most wide-area teleprotection, telecontrol, or automation schemes typically require the frequent 
exchange of eight or fewer status points. 

The inherent MIRRORED BITS communications message security is useful to minimize the risk 
of an IED accepting a corrupted message. However, in point-to-point applications, the more important 
and often overlooked measure is dependability—knowing that the correct data and messages get 
through when necessary. Message overhead complexity, as a result of message flexibility, and 
message size are both inversely proportional to the ability to send and parse an uncorrupted peer-to-
peer message. The MIRRORED BITS communications message, due to its concise design and transfer, is 
4 bytes in length. The IEDs evaluated for this paper support three simultaneous MIRRORED BITS 
communications connections and therefore transfer a total of 24 Boolean values or combinations of 
Boolean values, analog values, and engineering access text. 

GOOSE messages vary in size based on their flexible payload. However, a GOOSE message 
requires roughly 157 bytes to transfer eight Boolean values, which is 40 times larger than a MIRRORED 
BITS communications message. 

Unlike IEC 61850 GOOSE messages, EtherCAT messages do not share the bandwidth of an 
Ethernet network but rather travel over a network dedicated to data acquisition. Therefore, the 
message overhead is minimized and dedicated to data acquisition rather than GOOSE shared 
bandwidth Ethernet network navigation settings, such as a VLAN, multicast media access control 
(MAC) filtering, application IDs, and message configuration naming conventions. In order to transfer 
eight Boolean values from a single I/O source, EtherCAT communication requires a message of 
64 bytes. A message transferring the maximum possible payload from six interconnected remote nodes 
is 200 bytes. 

These three protocols are contrasted so that the one that best fits the application can be chosen. 
Assume for time-critical applications that message publication is 3 milliseconds for MIRRORED BITS 
communications and GOOSE and 1 millisecond for EtherCAT. The required bandwidth is the product 
of the quantity of messages per second and the quantity of bits per message. Table 1 shows the 
comparison of these protocols. 

Description MIRRORED BITS 
Communications GOOSE EtherCAT 

Size of 8-bit  
teleprotection message 4 bytes 157 bytes 64 bytes 

Required bandwidth for 
teleprotection message 10656 bits per second Up to 418248 bits  

per second 
536000 bits per 

second 

Maximum status payload 8 statuses 463 statuses 1,296 statuses 

Message size with  
maximum payload 4 bytes 1,522 bytes 200 bytes 
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Required bandwidth for 
maximum payload 

message 
10656 bits per second Up to 3044000 bits  

per second 
12064000 bits per 

second 

Table 1: Comparison of protocol throughput 

The engineered, purpose-built protocols, MIRRORED BITS communications and EtherCAT, both 
publish messages as quickly as possible, whether data are changing or not. This guarantees 
deterministic transfer of information and immediate detection of link failure. The protocols use 
dedicated actual private networks (APNs) built as dedicated cables in a LAN or provisioned time-
division multiplexing (TDM) connections over a WAN—neither of which shares bandwidth. The low 
message overhead creates the most efficient use of bandwidth when connections are provisioned to 
match the required communications bandwidth. 

MIRRORED BITS communications messages are designed to be precisely and constantly the 
same concise size, repeat the payload for security, and use the same small bandwidth. If the amount of 
provisioned bandwidth is more than required, the spare bandwidth remains unused. 

EtherCAT messages are designed to constantly use the full frame size, support a wide range of 
payload sizes, and precisely use the entire large bandwidth required. 

GOOSE message publication rates change to be more frequent as data change. This means 
nondeterministic transfer of information and possible delays in detection of link failure. GOOSE 
messages use dedicated VLANs via unique Ethernet message types and Ethernet frame navigation 
information on a LAN. They also require provisioned TDM connections over a WAN. Because of 
message navigation configuration information, the message overhead is larger than that of engineered 
protocols, which reduces the available frame allocation for payload. This larger message overhead 
creates inefficient use of bandwidth when connections are provisioned to match the required 
communications bandwidth. However, the message navigation parameters allow other message types 
to use spare bandwidth within the shared bandwidth connections and improve efficiency. 

GOOSE messages are designed to constantly change in size based on changing navigation 
parameters, support a range of payload sizes, and publish at varying rates. These attributes cause 
GOOSE messages to use constantly changing amounts of bandwidth in exchange for this flexibility 
and interoperability. 

7 WIDE-AREA COMMUNICATIONS DATA TRANSFER SPEEDS 

Testing was performed on all three messaging technologies in local- and wide-area distance 
scenarios. Local messaging was performed using direct serial or Ethernet connections and a small 
switched Ethernet network. Wide-area connections were tested by transferring those same connections 
over a synchronous optical network (SONET) connection between mission-critical communications 
devices. 

Figure 5 illustrates the configuration used for time testing with all protocols. The multiplexer 
chosen is actually a mission-critical optical network device that has serial and Ethernet local 
connections and SONET transport for the long-distance fiber link. It transports the serial MIRRORED 
BITS communications, shared Ethernet GOOSE, and Ethernet EtherCAT over separate time-division 
allocated segments. 

Local Substation Remote Substation

Multiplexer

Long-Distance 
Fiber Link

Multiplexer

IN OUT

IED

IN OUT

IED

 

Figure 5:  Test setup 
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In order to overcome the LAN multicast behavior of GOOSE and use it over a WAN 
connection, this multiplexer creates a virtual private network (VPN) between stations. Rather than the 
shared bandwidth network behavior of GOOSE, both MIRRORED BITS communications and EtherCAT 
protocols use physically segregated networks. This multiplexer builds an APN connection between 
stations. 

For each application, the use of this mission-critical SONET added negligible latency to the 
messaging between devices. In other words, this technology transports WAN digital messaging 
between stations so quickly and deterministically that it behaves the same as LAN connections do. The 
only delay is from the propagation delay of light through fiber at 5 microseconds per kilometer or 
8 microseconds per mile. 

Testing has proven that EtherCAT provides a high-speed and deterministic communications 
method for mission-critical information transfer. It has been demonstrated to reduce the data 
transmission time from 2 to 3 milliseconds for high-performance IEC 61850 GOOSE messages down 
to 0.5 milliseconds for EtherCAT. Also, the simpler message processing reduces the transfer time, 
which includes decoding and using the message contents. Timing results demonstrate that by 
removing the protocol encoding and decoding on each transmission of the message, EtherCAT 
improves performance by 2 milliseconds over similar IEC 61850 GOOSE communications systems, 
from 3 milliseconds on average using high-performance IEC 61850 GOOSE down to 1 millisecond on 
average using EtherCAT. This is a 300 percent improvement in transfer time. 

8 TELEPROTECTION MESSAGE GOODPUT COMPARISON 

Goodput is the amount of useful data, user data, or payload that can be processed by, passed 
through, or otherwise put through a system and received at the correct destination address. We 
calculate goodput over time (GPT) as follows: 

 GPT = (payload)/(transmission time) (1) 

where: 
The payload size is 8 bits for the typical teleprotection application. 

We calculate goodput as a function of message size (GPM) as follows: 

 GPM = (payload)/(total message size) (2) 

GPT and GPM for a typical 1-byte teleprotection message, as well as for a message with the 
maximum possible payload, are compared in Table 2. 

Description MIRRORED BITS 
Communications GOOSE EtherCAT 

Size of 8-bit teleprotection 
message 4 bytes 157 bytes 64 bytes 

GPT for teleprotection 
message 333 bytes per second 333 bytes per second 1,000 bytes per 

second 

GPM for teleprotection 
message 25% 0.6% 1.6% 

Maximum status payload 8 statuses 463 statuses 1,296 statuses 

Message size with  
maximum payload 4 bytes 1,522 bytes 200 bytes 

GPT for message with  
maximum payload 333 bytes per second 19.3 kilobytes per 

second 
162 kilobytes  

per second 

GPM for message with  
maximum payload 25% 3.8% 81% 
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Table 2: Comparison of protocol goodput 

Probability of receipt of unwanted messages and probability of missed messages are new 
concerns for these applications brought about by the use of shared Ethernet networks [7]. They are 
necessary measures of network performance, security, dependability, and reliability. These are out of 
the scope of this paper but must be addressed as well to complete the design of any communications-
accelerated automation scheme. 

9 CONCLUSION 

Testing has proven that EtherCAT provides a high-speed and deterministic communications 
method for mission-critical information transfer. It has been demonstrated to reduce the data 
transmission time from 2 to 3 milliseconds for high-performance IEC 61850 GOOSE messages down 
to 0.5 milliseconds for EtherCAT. Also, the simpler message processing reduces the transfer time, 
which includes decoding and using the message contents, from 3 milliseconds on average using high-
performance IEC 61850 GOOSE down to 1 millisecond on average using EtherCAT. This is a 
300 percent improvement in transfer time. 

Although the breaker failure initiate (the time required to send an initiate signal from the 
primary protective relay to the breaker failure relay) is impacted by the improvement in transfer time, 
it is also affected by other factors. However, the duration of the distribution of the breaker failure trip 
(the time to send breaker failure tripping signals to local and remote circuit breakers) essentially 
becomes the transfer time if the relays use high-speed output contacts that operate in microseconds. 
Therefore, the mission-critical trip function is improved by 300 percent by changing the transfer time 
from 3 milliseconds to 1 millisecond. This, in turn, reduces the wear on the power system apparatus by 
reducing the duration of operation under fault conditions by 300 percent. 

In the example of improving traditional breaker failure clearing times with faster 
communication rather than the expensive and time-consuming prospect of replacing circuit breakers, 
EtherCAT not only minimizes damage due to breaker failure events but also maintains system 
stability. This new deterministic messaging not only improves traditional protection and control 
schemes but also allows designers to envision strategies that were not previously possible. New 
EtherCAT high-speed and deterministic data acquisition behavior over long distances will support 
creative designs unconstrained by previously typical communications latencies. 

The major benefit EtherCAT offers is that the time required to create and verify the message is 
reduced. The time on the wire is governed by the laws of physics and is independent of the 
communications mediums used. 

MIRRORED BITS communications is the most efficient method of delivering useful data per 
message size for a teleprotection payload. For typical teleprotection messages, MIRRORED BITS 
communications is not only more efficient but also as fast as GOOSE. EtherCAT is faster than both. 
However, both GOOSE and EtherCAT have the flexibility to communicate with multiple devices and 
can send larger payloads for different applications. For larger payloads, EtherCAT delivers much more 
useful data per message size than either MIRRORED BITS communications or GOOSE. 

Another important consideration is that these digital communications schemes simplify trip 
functions by eliminating physical components, such as breaker failure initiate output contacts to 
communicate breaker failure over copper conductors, as well as lockout relays. When either of these 
physical components fail, power system apparatus are damaged or destroyed. Complicated physical 
protection schemes can also cause delays in determining root cause, assessing damage, and 
re-energization after a fault. Correctly engineered, tested, and commissioned interlock and 
teleprotection done via digital messaging via MIRRORED BITS communications, IEC 61850 GOOSE, 
or EtherCAT provide higher reliability and security of protection functions. 

IEC 60834-1 describes requirements for message propagation time and guidelines for 
communications channel reliability. Message propagation time through the communications channel 
must be under 3 milliseconds for teleprotection, interlocking, and high-speed automation applications. 
Also, unwanted messages delivered to the teleprotection receiver may delay processing or, worse, 
push a wanted message off an input queue or buffer so that it is never processed. 
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